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Town of Osoyoos 
Subdivision and Development Standards 

Standards Drawings 
 
 
Section C – General 
 
 S-Card Service Card 
 C-1 Standard Design Drafting Symbols 
 
Section D – Storm Sewers and Drainage 
 
 D-1 Rainfall Intensity Duration/Frequency Design Curves 
 D-2 Overland Flow Time Curves 
 D-3 Sanitary or Storm Sewer Connections to Main Where Manholes are Required 
 D-4 Catch Basin Assembly Standard Type 
 D-5 Catch Basin Assembly Curb-Inlet Type 
 D-6 Catch Basin Installation Depressed Gutter 
 D-7 Drainage Drywell 
 D-8 Storm Sewer Outlet Structure 
 D-9 Storm Sewer Inlet Structure 
 D-10 Typical Storm Sewer Manhole 
 
Section R – Roads 
 
 R-1 Arterial (Four Lanes) 
 R-2 Collector Road 
 R-3 Urban Residential Road 
 R-4 Urban Local Road (Low Volume) 
 R-5 Residential Cul - de - Sac 
 R-6 Industrial Road 
 R-7 Rural Residential Road 
 R-8 Typical Curb Types 
 R-9 Typical Wheelchair Ramp, Curb Radius and Corner Cut 
 R-10 Sidewalk Cross – Over & Finishing Details 
 R-11 Paving Stone Sidewalk Runner Bond Pattern 
 R-12 Paving Stone Sidewalk Railway Pattern 
 R-13 Extruded Concrete Curb for Islands and Medians 
 R-14 Concrete Sign Base and Signage 
 R-15 Protective Bollard 
 R-16  Typical Tree Planting Detail Softscape 
 R-17  Typical Boulevard Tree Planting  

R-18       Concrete Sign Base and Signage for Round Post 
 
Section S – Sanitary Sewer 
 
 S-1 Typical Pipe Bedding and Backfill within the Pipe Zone 
 S-2 Typical Trench Sections 
 S-3 Typical Sewer Manhole 
 S-4 Typical Exterior Drop Manhole 
 S-5 Typical Sewer Service Connection 
 S-6 Typical Sewermain Cleanout 
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 S-7 Service Connection Detail in a Cul - de - Sac 
 S-8 Typical Manhole Benching 
 S-9 Typical Pressure Sewer Service 
 S-10 Typical Air Release and Air Vacuum Valve for Sewer Forcemains 
 S-11 Sewer Service Inspection Chamber 
 
Section SL – Street Lighting 
 
 SL-1 Typical Street Light 
 SL-2 Typical Street Light Complete with Power Base 
 SL-3 Anchor Base for Street Light without Power Base 
 SL-4 Anchor Base for Street Light with Power Base 
 SL-5 Anchor Base for Walkway Light 
 SL-6 Non Metered Power Base Wiring Detail 
 SL-7 Power Base Wiring Metered Electrical Service 
 SL-8 Handhole Wiring Schematic 120v Street Light 
 SL-9 Metered Power Base Wiring Detail 
 
Section W – Waterworks 
 
 W-1 Typical Pipe Bedding and Backfill within the Pipe Zone 
 W-2 Typical Trench Section 
 W-3 Typical Water Service 
 W-4 Typical Thrust Block Details 
 W-5 Typical Fire Hydrant Assembly 
 W-6 Above Ground Self-Draining Standpipe 
 W-7 Below Ground Watermain Blowoff 
 W-8 Typical Valve Box Details 
 W-9 Typical Air Release Valve for Watermains 
 W-9A Typical Air Release Valve and Interconnect for Watermains 
 W-10 Typical Lot Service Locations 
 W-11 Typical Inside Water Meter Installation c/w Copper Meter Setter 
 W-12 38mm and 50mm Meter Vault for Non-Traffic Areas 
 W-13 16mm and 25mm Meter Vault for Non-Traffic Areas 
 W-14  50mm Metered Irrigation Service 
 W-15  Watermain Relocation  

        W-16      Typical Irrigation Service 
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DRAFTING SYMBOLS

TOWN OF OSOYOOS

STANDARD DESIGN

TT

SU

C-1
Acad Filename:Os-C-1.dwg

JUNE 2023

N.T.S.

LEGEND

EXISTING PROPOSED

TEST PIT

IRON PIN

SURVEY CONTROL

DESCRIPTION

POWER

TEL

CABLE

STREET LIGHT

GAS

POWER POLE

LAMP STANDARD

LIGHT POST

POLE ANCHOR

JUNCTION BOX

SANITARY MAIN

SANITARY FORCEMAIN

SANITARY MANHOLE

CLEANOUT

LIFT STATION

SEPTIC TANK

STORM MAIN

STORM DITCH

CULVERT

STORM MANHOLE

CATCHBASIN

STORM DRYWELL

WATER MAIN

WATER SERVICE

CURB STOP

VALVE

STANDPIPE

HYDRANT

AIR RELEASE VALVE

REDUCER

SPRINKLER

IRRIGATION BOX

END CAP

AutoCAD SHX Text
DWG. NO.:

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
DWN. BY:

AutoCAD SHX Text
CHK. BY:

AutoCAD SHX Text
REV.:

























































AND SIGNAGE FOR ROUND POST

TOWN OF OSOYOOS

CONCRETE SIGN BASE

TT/DL

SU

R-18
Acad Filename:Os-R-18.dwg

FEB 2019

N.T.S.

B C

B

A

50mm

C

B

LOCATE PIPE SLEEVE
IN CENTRE OF BASE

PIPE SLEEVE TO BE GALVANIZED
AFTER FABRICATION

1/2" Ø (UNC) x 1 14 " LONG
STAINLESS STEEL HEX HEAD BOLT

A       SINGLE POST SIGNS IN PAVED ISLANDS OR CONCRETE SIDEWALKS

B       SINGLE OR TWO POST SIGNS IN GRAVEL SHOULDER
UP TO 1.0 x 1.2m

C      TWO POST SIGNS IN GRAVEL SHOULDER
UP TO 1.0 X 1.2m < 1.2 x 2.4m

BASE
TYPE

APPLICATION   A     B     C

400  160  230

470   300 460

750  330  600

PLAN VIEW

TOP VIEW

V
A

R
IE

S
(S

E
E

 N
O

T
E

 4
)

 NOTES:

1. THE BOTTOM OF LOWEST SIGN SHALL BE 2.1m ABOVE
THE SIDEWALK, SHOULDER ... UNLESS DIRECTED
OTHERWISE.

2. ALL SIGNS SHOULD BE MOUNTED APPROXIMATELY AT
RIGHT ANGLES TO THE TRAFFIC FLOW AND FACING THE
TRAFFIC THEY ARE INTENDED TO SERVE.

3. SIGNS SHALL NOT OVERHANG ROADWAY / TRAVEL LANE.

4. BASE SHALL BE INSTALLED 25MM ABOVE FINISHED     
GRADE EXCEPT WHERE INSTALLED IN SIDEWALK IT 
SHALL BE FLUSH WITH TOP OF SURFACE WITH NO 
CHAMFERED EDGE.

5. ALL DIMENSIONS ARE IN MILLIMETERS UNLESS 
OTHERWISE NOTED.

12mm CHAMFERED EDGE

25
m

m

TROWEL FINISH TOP OF BASE

30
0

LIFTING STRAP
(TYPICAL)

DRILL 15Ø HOLE IN PIPE AND WELD
NUT TO PIPE PRIOR TO GALVANIZING

RETAP  THREADS AFTER
GALVANIZING

2 12 " (I.D.) ASTM A53 GRADE
B SCHEDULE 40 PIPE SLEEVE

CONCRETE SHALL HAVE ATTAINED A
COMPRESSIVE STRENGTH OF 30MPa

PRIOR TO  POST INSTALLATION

MAINTAIN PIPE THROUGH CONCRETE
FOR DRAINAGE

INSTALL PIPE SLEEVE PLUMB

12mm CHAMFERED EDGE

  APPROX.
MASS

34 kg

166 kg

390 kg

  VOLUME OF
CONCRETE

0.015 m3

0.068 m3

0.16 m3

C

LIFTING STRAP
(TYPICAL)

1/4" Ø - 20 x 3 12 " LONG
BOLT AND NUT (STAINLESS STEEL)

DRILL PIPE TO SUIT
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c/w POWER BASE

TOWN OF OSOYOOS

TYPICAL STREET LIGHT

TT

SU

SL-2
Acad Filename:Os-SL-02.dwg

NOV 2012

N.T.S.

DECORATIVE
TOP CASTING

POLE - 115mm OD (4.5") 1.88mm
WALL THICKNESS

NOTES:

1. POLE, BASE COVER AND
MOUNTING ARM TO BE
POWDER COATED WITH TIGER
DRYLAC COLOR RAL 7034

2. ANCHOR BOLTS IN BASE TO BE
25mm

POLE HEIGHT
POLE SPEC

MOUNTING ARM
LUMINAIRE
VOLTAGE
LAMP

7.1m
NOVA POLE NSR 8M

LUMCA CONCEPT 10 CF44
LUMCA CONCEPT 10 CP 0401

240v OR 120v

COLLECTOR ARTERIAL
5.1m

NOVA POLE NSR 6M

LUMCA CONCEPT 10 CF44
LUMCA CONCEPT 10 CP 0401

240v OR 120v

LOCAL RESIDENTIAL
3.6m

NOVA POLE NSR 4.5M

LUMCA CONCEPT 10 CF44
LUMCA CONCEPT 10 CP 0401

240v OR 120v

WALKWAY

50
m

m

SIDEWALK WHEN
APPLICABLE

GROUND

STREET LIGHT BASE

DECORATIVE
POWER BASE

MOUNTING ARM

LUMINAIRE

33"-0.838m

31
 3

/8
" 

- 
0.

79
7m

0.207m

SERVICE BASE TOP PLATE PLAN

0.292Ø BCD

0.203Ø ID

0.029Ø SLOT

0.489Ø OD

0.270m

SERVICE BASE BOTTOM PLATE PLAN

0.381Ø BCD

0.203Ø ID

0.029Ø SLOT

0.489Ø OD

NOVA POLE DTB-36 c/w
DECORATIVE TOP CASTING

POWER BASE NOVA POLE DTB-36 c/w
DECORATIVE TOP CASTING

NOVA POLE DTB-36 c/w
DECORATIVE TOP CASTING

P
O

LE
 H

E
IG

H
T

 T
A

B
LE

 A
B

O
V

E
0.

93
1m

106W LED (UNLESS SPECIFIED) 48W LED (UNLESS SPECIFIED) 40W LED (UNLESS SPECIFIED)
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TOWN OF OSOYOOS

TYPICAL FIRE HYDRANT ASSEMBLY

TT

SU

W-5
Acad Filename:Os-w-05.dwg

NOV 2020

N.T.S.

600mm

P
R

O
P

E
R

T
Y

 L
IN

E

45
0-

60
0m

m

PORTS AS PER
SPECIFICATIONS

c/w "STORZ" QUICK
CONNECTION

FILTER CLOTH

MIN. 0.5m³ DRAIN ROCK

DRAIN TO BE FREE
OF OBSTRUCTIONS

THRUST BLOCK AS
PER STD. DETAILS

BRICK BLOCKING
300x300x50 MIN.

ROBAR VALVE BOX
LABELLED 'WATER'

150Ø CL150 C900 PVC RISER

150Ø FxH GATE VALVE

FLANGE x FLANGE
CONNECTION

WATERMAIN

GALVANIZED
TIE RODS

M
IN

. 1
.5

m
 C

O
V

E
R

THRUST BLOCK AS
PER STD. DETAILS

150Ø CL150 C900 PVC
HYDRANT LEAD

PIPE BEDDING

1.  FIRE HYDRANTS SHALL BE 150Ø COMPRESSION TYPE and EACH SHALL CONTAIN
     a) 1 PUMPER PORT : 146mm O.D. (5.7609 inch) - 4 THREADS PER INCH
     b) 2 -(2 1/2") 65.5mm OUTLETS B.C. FIRE HOSE THREAD STANDARDS
2.  MANUFACTURER: TERMINAL CITY C71-P
3.  HYDRANT BODY TO BE PAINTED RED or as SPECIFIED.
     BONNET AND CAPS PAINTED AS FOLLOWS

0 TO 500 GPM (CLASS C) - RED
500 TO 999 GPM (CLASS B) - ORANGE
1,000 TO 1,499 GPM (CLASS A) - GREEN
1,500 TO 1,500+ GPM (CLASS AA) - LIGHT BLUE

4.  THRUST BLOCK AND/OR TIE ROD SUPPORT TO MAIN VARY PENDING CONDITIONS AND ENGINEERS DIRECTION.
5.  HYDRANT TO BE INSTALLED WITH PUMPER PORT FACING STREET.
6.  HYDRANTS NOT IN USE MUST BE KEPT 'BAGGED' with SUITABLE BURLAP or BLACK POLY.
7.  PROVIDE SUITABLE SUPPORT TO THE HYDRANT TO MAINTAIN PLUMBNESS DURING SET UP OF THRUST BLOCK.

10
0m

m
 M

IN

BONNET AND CAPS
PAINTED PER NOTE 3

BELOW
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SELF-DRAINING STANDPIPE

TOWN OF OSOYOOS

ABOVE GROUND
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SU

W-6
Acad Filename:Os-w-06.dwg

NOV 2020

N.T.S.

P
R

O
P

E
R
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 L
IN

E

600mm

76
0m

m
50mm SELF-DRAINING STANDPIPE
(TERMINAL CITY TC 1W)
PAINTED BLUE  c/w ORANGE CAP

600mm 600mm MAX.

FILTER CLOTH ON TOP
OF DRAIN ROCK

MIN. 0.15m³
DRAIN ROCK

90° BRASS ELBOW
(IPT)

IPT BRASS PIPE

THRUST BLOCK AS
PER STD. DETAILS

THRUST BLOCK AS
PER STD. DETAILS

TELESCOPING VALVE BOX c/w
ROAD AND FOOT PIECE

50mm POLY OR BRASS

50mm STOP & WASTE
CURB STOP (IPT x IPT)

WATERMAIN

50mm IPT TAPPED CAP

UNDISTURBED
GROUND

SLEEVE REQUIRED TO ALLOW
REMOVAL OF PIPE

50mm PVC OR BRASS
(MIN. 1000Mpa RATING)

WATERMAIN

50mm IPT

DOUBLE STRAP SERVICE SADDLE
TAPPED 50mm IPT

OR

NOTE:
ALL PIPING AND FITTINGS TO BE BRASS OR BRONZE
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FOR WATERMAINS

TOWN OF OSOYOOS

TYPICAL AIR RELEASE VALVE

TT
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W-9
Acad Filename:Os-w-09.dwg

NOV 2020

N.T.S.

45° 45°

LADDER RUNGS

4 - 50 X 50 X 6 ANGLES ATTACHED
TO PRECAST LID TO SUPPORT
INSULATION COVER (GRIND
EDGES SMOOTH)

Ø6mm NYLON ROPE
KNOTTED ABOVE AND
BELOW SM AS SHOWN

10
0m

m STYROFOAM SM

INSULATION COVER
(Ø730 max.)

TURN TO SIDE
OF AIR VALVE

STANDARD CURB BOX

UNION

UNION

635mm

STANDARD MANHOLE
FRAME & COVER

INSULATION COVER
(SEE DETAIL ABOVE)VALVE BOX COVER

10
00

m
m

 M
IN

.

50mm STYROFOAM SM

460 X 460 X 150 POURED IN PLACE
CONCRETE SLAB SET 25mm DOWN
SIDE OF PIPE c/w 4-10M BARS

300mm OF 75mm MINUS GRAVEL FOR BASE

MAXIMUM 3 PRECAST RINGS
TOTALING LESS THAN 300mm
FOR HEIGHT ADJUSTMENT

FINISHED ROAD OR GRADE

PRECAST REINFORCED
CONCRETE LID

50mm STYROFOAM SM
(ALL AROUND)

1050Ø PRECAST CONCRETE
MANHOLE BARREL

MANHOLE BARREL TO BE
25mm CLEAR OF PIPE

HAND PLACE 19mm MINUS DRAIN
ROCK TO  WITHIN 50mm OF TOP
OF PIPE

GATE
VALVE

BRICK SET IN GROUT

STRAP PIPING TO
CONCRETE SLAB

COMBINATION AIR AND VACUUM
RELEASE VALVE
(APCO MOD. No. 143C)

WATER

CAST IRON COVER
LABELLED 'WATER'
EQUIVALENT TO
DOBNEY FOUNDRY C-44A

STAINLESS STEEL DOUBLE STRAP
SERVICE SADDLE
{ROBAR 2706 (Or equiv.) FOR AC  MAINS}
{ROBAR 2606 (Or equiv.) FOR PVC  MAINS}

NOTE:
ALL PIPING AND FITTINGS TO BE BRASS OR BRONZE

1.
50

m
 M

IN
. C

O
V

E
R

Ø25 MUELLER CURB STOP
& DRAIN (IPT X IPT)

Ø25 MUELLER
CORPORATION STOP
(IPT X IPT)

VALMATIC MODEL 1301 FLOODSAFE
INFLOW PREVENTER

APCO AIR RELEASE / VACCUUM
VALVE TO BE EPOXY COATED
INSIDE AND OUTSIDE
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MAIN SHUT OFF, BALL VALVE
300 PSI COLD WATER RATING
(RED AND WHITE OR EQUIV.)

TO BUILDING
PLUMBING SYSTEM

SERVICE PIPING

ADAPTOR SERVICE PIPE
TO MALE IRON PIPE
THREAD x COMPRESSION

WATER SERVICE
FROM STREET

TOWN OF OSOYOOS

TYPICAL INSIDE WATER METER
INSTALLATION c/w COPPER METER SETTER

TT

SU

W-11

APRIL 2023

N.T.S.

SERVICE PIPING

WATER METER

FULL PORT BALL VALVE

CORNER BODY

SAMPLE - BALL VALVE ON INLET & OUTLET OPTION
(RETROFITS)

WATER METER

WATER METER

WATER METER

ITEM #

1

2

3

4

PART #

330B24265

525277E

681447E

681448E

QUANTITY

2

1

1

1

DESCRIPTION

1" FULL PORT BALL VALVE

1" CORNER BODY

INLET TUBE SUB ASSEMBLY *LLB*

OUTLET TUBE SUB ASSEMBLY *LLB*

* REFER TO DESIGN DRAWINGS FOR METER TYPE

SERVICE

SIZE

19mm (3/4")

19mm (3/4")

25mm (1")

38mm (1.5")

50mm (2")

METER SIZE

(LAYING LENGTH)

5/8"x3/4" (191mm)

3/4" (229mm)

1" (273mm)

1.5" (330mm)

2" (432/387mm)

ACCEPTABLE

MANUFACTURER

METER SIZE

A (minimum)

B

BODY

METER JUMPER

FULL PORT BALL VALVE

ASSE DUAL ANGLE CHECK VALVE

5/8"

7 3/8"

7 3/4"

525276E

700220

203B242655IN

203HI4244AN

5/8" x 3/4"

7 3/8"

7 3/4"

525276E

700220

215B242655IN

215HI4244AN

3/4"

7 1/2"

9 1/4"

525319E

700439

215B242655IN

215HI4244AN

1"

9"

11"

525277E

700250

330B24265N

330HI4244N

ITEM #

1

2

3

4

5

6

PART #

B242655IN

H14244AN

QUANTITY

1

1

1

1

1

1

DESCRIPTION

BODY

METER JUMPER

FULL PORT BALL VALVE

ASSE DUAL ANGLE CHECK VALVE

INLET TUBE SUB ASSEMBLY

OUTLET TUBE SUB ASSEMBLY

SAMPLE - BALL VALVE ON INLET ONLY
(NEW INSTALLATIONS)

WATER METER

WATER METER
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TOWN OF OSOYOOS
TT

SU

W-12
Acad Filename:Os-w-12.dwg

2

APR 2021

N.T.S.
38mm & 50mm METER VAULT

FOR NON-TRAFFIC AREAS

MIN 150mm OF 19mm
CRUSHED GRAVEL

50Ø CURB STOP CONFORMING
TO AWWA C800 EQUIVALENT

STANDARD VALVE BOX
MUELLER A-726 OR TROJAN

EQUIVALENT YSB1
(1.67m EXTENSION)

12
20

m
m

15
00

m
m

 (
T

Y
P

)

FLANGED ANGLE
BALL VALVE FLANGED  ANGLE

DUAL CHECK VALVE

ITEM 38Ø (11
2") SERVICE

METER TYPE (NOTE 1)

METER BOX

METER BOX LID

RING EXTENSION

38Ø / 50Ø MUNICIPEX
SERVICE TUBING

300mm

300mm - 1500mm MAX

TO BUILDING
TO BE SERVICED

NOTE: ANGLE BALL VALVE
AND ANGLE DUAL CHECK
VALVE ARE SUPPLIED WITH
SPECIFIED METER BOX

914mm CORRUGATED
PVC METER BOX

SIGNAL CABLE TO PIT
ANTENNA MOUNTED

IN METER BOX LID

305mm (12")

508mm (20")

100mm
(4")

'A'
PVC CAP AND TIES

50Ø MIP BY COMPRESSION
c/w STAINLESS STEEL INSERT
(TYPICAL EACH SIDE)

FORD PDBHH-
688-36-48-KT

NEPTUNE T-10

STANDARD   or   COMPOUND

FORD METER PIT
MOD. PDBHH-788-36-48
c/w DOUBLE LID COVER

50Ø (2") SERVICE

FORD PDBHH-
788-36-48-KT

FORD W3FORD W3

FORD No.5
EXTENSION

NEPTUNE TRU/FLO

50Ø (2") SERVICE

FORD PDBHH-
788-36-48-KT

FORD W3

NEPTUNE T-10

STANDARD

METER

FORD No. 5
EXTENSION

FORD No. 5
EXTENSION

REGISTER NEPTUNE E-CODER
R900i (RW)

UNITS CUBIC METRES CUBIC METRES

NEPTUNE E-CODER
R900i (RW)

NEPTUNE E-CODER
R900i (RW)

RADIO READ
ANTENNA

NEPTUNE 20'
PIT ANTENNA

NEPTUNE 20'
PIT ANTENNA

NEPTUNE 20' PIT
ANTENNA (2 REQ'D)

CUBIC METRES

NOTE 1: REFER TO DESIGN DRAWINGS FOR METER SIZE TYPE

LAYING LENGTH
('A' MIN) 330 mm 432 mm 387 mm

P
R

O
P

E
R

T
Y

 L
IN

E

912mm (36")

R2 (APR 2021) - METER PIT MOVED OFF PRIVATE PROPERTY
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TOWN OF OSOYOOS
TT

SU

W-13
Acad Filename:Os-w-13.dwg

2

APRIL 2023

N.T.S.
19mm & 25mm METER VAULT

FOR NON-TRAFFIC AREAS

MIN 150mm OF 19mm
CRUSHED GRAVEL

19Ø OR 25Ø CURB STOP CONFORMING TO AWWA C800 EQUIVALENT TO
CAMBRIDGE BRASS CENTURY BALL VALVE E16402 #202-NLH3H3 (WITHOUT
DRAIN) COMPRESSION TYPE c/w STAINLESS STEEL INSERTS FOR PEX TUBING

100mm THICK
INSULATED PAD

12
20

m
m

15
00

m
m

 (
T

Y
P

) METER
MUELLER LOCK

WING ANGLE
BALL VALVE

MUELLER CARTRIDGE
STYLE ANGLE DUAL
CHECK VALVE

MUELLER FLAT LOCKING LID c/w
PENTAGON NUT LOCK AND
TOUCH PAD HOLE

ITEM 19Ø (3/4") SERVICE 25Ø (1") SERVICE

METER

METER BOX

METER BOX
LID

INSULATED
PAD

MUELLER
203CS1548FSBS

MUELLER
330CS1848FSBS

MUELLER
282924TR

MUELLER
282925TR

MUELLER
790022

MUELLER
790153

300mm

300mm - 1500mm MAX

TO RESIDENCE

NOTE: ANGLE BALL VALVE
AND ANGLE DUAL CHECK
VALVE ARE SUPPLIED WITH
SPECIFIED METER BOX

PVC METER
BOX

SIGNAL CABLE
TO RADIO

TRANSMITTER
MOUNTED IN

METER BOX LID

RADIO TRANSMITTER

P
R

O
P

E
R

T
Y

 L
IN

E

STANDARD VALVE BOX
MUELLER A-726 OR

TROJAN EQUIVALENT YSB1
(1.67m EXTENSION)

19Ø / 25Ø MUNICIPEX
SERVICE TUBING

R1 (APR 2021) - METER PIT MOVED OFF PRIVATE PROPERTY

(OR A.Y. MCDONALD)
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TOWN OF OSOYOOS

TYPICAL IRRIGATION SERVICE

TT

SU

W-16
Acad Filename:Os-w-03.dwg

JUNE 2021

N.T.S.

FORM GOOSENECK IN
HORIZONTAL PLANE

EXTENSION TYPE
SERVICE BOX

MIN. 600mm
DRAIN ROCK

NOTE:
ALL PIPING AND FITTINGS TO BE BRASS OR BRONZE

ELEVATION

PLAN
P/L

P/L

IR
R

IG
A

T
IO

N
W

A
T

E
R

M
A

IN STAINLESS STEEL DOUBLE STRAP
SERVICE SADDLE
(ROBAR 2706 or equiv.)

CORPORATION
MAIN STOP

SERVICE TUBING

CURB STOP AND SERVICE BOX

45°

IRRIGATION
WATERMAIN

STAINLESS STEEL DOUBLE STRAP
SERVICE SADDLE
(ROBAR 2706 or equiv.)

SERVICE TUBING

15
00

m
m

 M
in

im
um

CORPORATION MAIN STOP
COMPRESSION TYPE c/w
STAINLESS STEEL INSERT

STOP & WASTE CURB STOP
(COMPRESSION TYPE) c/w
STAINLESS STEEL INSERTS

CONCRETE BRICK BLOCKING
(300x300x50 Min.)

GALVANIZED 90°

GALVANIZED NIPPLE

GALVANIZED PIPING

GALVANIZED 90°

GALVANIZED NIPPLE

BRASS BALL VALVE or GATE VALVE

BLOW-OFF

FLOW CONTROL VALVE

EXISTING PIPING

TRANSITION COUPLING
(TIE TO EXISTING)WATER METER BOX (590mmx490mm)

CAPABLE OF WITHSTANDING H20 LOADING
AND HAVING REMOVABLE SOLID LID

WATER METER BOX (590mmx490mm)
CAPABLE OF WITHSTANDING H20 LOADING

AND HAVING REMOVABLE SOLID LID

CONCRETE BRICK BLOCKING
(300x300x50 Min.)

EXISTING PIPING

AutoCAD SHX Text
DWG. NO.:

AutoCAD SHX Text
SCALE:

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
DWN. BY:

AutoCAD SHX Text
CHK. BY:

AutoCAD SHX Text
REV.:


	OS-C-1
	OS-D-1
	OS-D-2
	OS-D-3
	OS-D-4
	OS-D-5
	OS-D-6
	OS-D-7
	OS-D-8
	OS-D-9
	OS-D-10
	OS-R-1
	OS-R-2
	OS-R-3
	OS-R-4
	OS-R-5
	OS-R-6
	OS-R-7
	OS-R-8
	OS-R-9
	OS-R-10
	OS-R-11
	OS-R-12
	OS-R-13
	OS-R-14
	OS-R-15
	OS-R-16
	OS-R-17
	OS-R-18
	Sheets and Views
	Model


	OS-S-1
	OS-S-2
	OS-S-3
	OS-S-4
	OS-S-5
	OS-S-6
	OS-S-7
	OS-S-8
	OS-S-9
	OS-S-10
	OS-S-11
	OS-SL-1
	OS-SL-2
	OS-SL-3
	OS-SL-4
	OS-SL-5
	OS-SL-6
	OS-SL-7
	OS-SL-8
	OS-SL-9
	OS-W-1
	OS-W-2
	OS-W-3
	OS-W-4
	OS-W-5
	OS-W-6
	OS-W-7
	OS-W-8
	OS-W-9
	OS-W-9A
	OS-W-10
	OS-W-11
	OS-W-12
	OS-W-13
	OS-W-14
	OS-W-15
	OS-W-16
	S_CARD
	Standard Drawings List June 2023
	Standard Drawings Title Page June 2023

